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1  Scope 

1.1  Identification 

The  approved  identification  number  for  ADST/CSRDF  Protocol  Translator 
Interface  Requirements  Specification  is  ADST/ WDL/TR--93— 003065.  This 
document  describes  the  following  interfaces: 

DIS  Network  to  Protocol  Translator 

SIMNET  Network  to  Protocol  Translator 

Protocol  Translator  to  DIS  Shared  Memory 

Protocol  Translator  to  SIM  Shared  Memory 

Protocol  Translator  User  Interface  to  DIS  Shared  Memory 

Protocol  Translator  User  Interface  to  SIM  Shared  Memory 


1.2  System  Overview 

The  Protocol  Translator  (PT)  translates  Protocol  Data  Units  (PDUs)  from  one 
protocol  format  to  another.  The  Protocol  Translator  is  compatible  with 
Distributed  Interactive  Simulation  (DIS)  protocol  version  1.0  and  Simulation 
Networking  (SIMNET)  protocol  version  6.6.1.  The  Protocol  Translator 
receives  DIS  Protocol  Data  Units  (PDUs)  from  the  DIS  network,  translates 
them  to  SIMNET  format,  and  sends  the  translated  PDUs  to  the  SIMNET 
network.  A  similar  process  applies  to  the  SIMNET  to  DIS  translation. 

The  Protocol  Translator  logs  translation  statistics  to  shared  memory  for  access 
by  the  DIS-to-SIM  and  SIM-to-DIS  processes.  This  information  is  then  used  by 
the  "Protocol  Translator  User  Interface",  a  Protocol  Translator  utility  which 
shows  Protocol  Translator  statistics,  such  as  the  rate  of  PDUs  translated,  per 
second.  The  translation  statistics  are  also  written  to  a  statistical  file  for 
archival  purposes,  and  post-exercise  review. 


1.3  Document  Overview 

This  document  describes  the  interface  requirements  for  the  Protocol 
Translator  (PT)  and  Protocol  Translator  User  Interface  (PTUI).  This  document 
consists  of  the  following  sections:  applicable  documents,  interface 
specification,  quality  assurance,  preparation  for  delivery,  and  notes. 
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2  Applicable  Documents 

2.1  Government  Documents 

The  following  documents  of  the  exact  issue  shown  form  a  part  of  this 
specification  to  the  extent  specified  herein.  In  the  event  of  conflict  between 
the  documents  referenced  herein  and  the  contents  of  the  specification,  the 
contents  of  this  specification  shall  be  considered  a  superseding  requirement. 

SPECIFICATIONS: 

Other  Government  Agency 

[1.1]  Interface  Control  Document  (ICD')  for  the  BDS-D  Network 
Interface.  14  February,  1992  (Last  updated:  21-Feb-92  17:58) 

STANDARDS: 

Military 

[21]  N61339-91-C-0091,  Protocol  Data  Units  for  Entity  Information 
and  Entity  Interaction  in  a  Distributed  Interactive  Simulation. 
DIS  standard  1.0  with  Extension,  May  8, 1992. 

[22]  bbn  Report  No.  7627,  Ihe  SIMNET  Network  and  Protocols, 
version  6.6.1,  June  1991. 

Copies  of  specifications,  standards,  drawings,  and  publications  required  by 
suppliers  in  connection  with  specified  procurement  functions  should  be 
obtained  from  the  contracting  agency  or  as  directed  by  the  contracting  office. 


2J2  Non-Government  Documents 

The  following  documents  of  the  exact  issue  shown  form  a  part  of  this 
specification  to  the  extent  specified  herein.  In  the  event  of  conflict  between 
the  documents  referenced  herein  and  the  contents  of  this  specification,  the 
contents  of  this  specification  shall  be  considered  a  superseding  requirement. 
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SPECIFICATIONS: 

[5.1]  Software  Requirements  Specification  for  the  Protocol  Translator 
of  Advanced  Distributed  Simulation  Technology  (ADSTl/Crew 
Station  Research  and  Development  Facility  (CSRDF)  Rev.  Basic: 
June  16, 1992,  Contract  No.N61339-91-D-0001.  Prepared  by  Loral 
Western  Development  Labs. 

OTHER  PUBLICATIONS: 

Manual 

[6.1]  ADST /SW /TR--93— 003064,  ADST  Software  Maintenance 
Manual  for  the  CSRDF  Protocol  Translator.  February  26,1993. 
Contract  No.N61339-91-D-0001.  Prepared  by  Loral  Western 
Development  Labs. 

[6.2]  SUN  Microsystems:  part  #800-3850-10,  Network  Programming 
Guide.  Revision  A  of  @7  March,  1990. 
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3  Interface  Specification 


SIMNET  Ethernet  Network 


DIS  Ethernet  Network 


Figure  3.1.  Protocol  Translator  External  Interfaces 


The  Protocol  Translator  External  Interfaces  are  outside  the  bounding  box  of 
Figure  3.1.  The  DIS  and  SIM  Shared  Memories  also  interface  to  a  Protocol 
Translator  utility  software,  "Protocol  Translator  User  Interface",  where  on¬ 
line  or  off-line  translation  statistics  will  be  displayed. 


3.1  DIS  Network  to  Protocol  Translator  Interface 

The  DIS  interface  supports  PDU  communication  between  the  Protocol 
Translator's  DIS  to  SIM  translation  process  and  the  DIS  Ethernet  Network. 


3.1.1  Interface  Requirements 

Refer  to  SRS  section  3.1.  for  CSCI  external  interface  requirements. 

XLAT001  Application  Interface  Service  -  refer  to  SRS  section  3.1. 1-1 

XLAT002  Network  Protocol  Services  -  refer  to  SRS  section  3. 1.1-2  for 
requirement  description.  Refer  to  [6.1]  section  4.1.1  Network 
Interface  Software  and  section  4.3  Runtime  Environment 
Description  for  examples  and  details. 
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XLAT007  DIS  Protocols  -  refer  to  SRS  section  3. 1.2-5  for  requirement 
description.  Refer  to  [6.2]  section  10.7  "Datagrams  in  the  Internet 
Domain"  for  examples. 


3.1.2  Data  Requirements 

The  UDP/DP  hides  the  topology  and  characteristics  of  the  underlying  network 
from  its  user.  Refer  to  [2.1]  and  [5.1]  for  DIS  PDU  contents.  The  following 
table  lists  data  elements  that  are  communicated  between  the  DIS  Network 
and  the  Protocol  Translator  and  are  accessible  by  the  user: 

Table  3.I.2.I.  DIS  Network  Interface  Data  Element  Definition  Table 


■HtllllMMi 

U1331 1LZLX 1  ffiilSSS  IQI 

source  address 

DiS  Network 

Protocol  Translator  i 

port  number 

■MBHI 

■UMIH 

Internet  Family 

■  HMI  ■ 

■ESiSEnEiESEIIS* 

- DIS  Network  I 

port  number 

mmiHBHi 

—  II  |i  II  Hi  i  1 

Internet  Family 

■  Htfi  ■ 

3.2  SIMNET  Network  to  Protocol  Translator  Interface 

The  SIMNET  interface  supports  PDU  communication  between  the  Protocol 
Translator's  SIM 'to  DIS  translation  process  and  the  SIMNET  Ethernet 
Network.  Refer  to  [6.1]  section  4.1.1  Network  Interface  Software. 


3.2.1  Interface  Requirements 

Refer  to  SRS  section  3.1.  for  CSCI  external  interface  requirements. 

XLAT002  Network  Protocol  Services  -  refer  to  SRS  section  3. 1.1 -2  for 
requirement  description.  Refer  to  [6.1]  section  4.1.1  Network 
Interface  Software  and  section  4.3  Runtime  Environment 
Description  for  examples  and  details. 

XLAT008  SIMNET  Protocols  -  refer  to  SRS  section  3. 1.2-6. 
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3.2.2  Data  Requirements 

The  following  table  lists  data  elements  that  are  communicated  between  the 
SIMNET  Network  and  the  Protocol  Translator  (refer  to  [2.2]  and  [5.1]  for 
SIMNET  APDU  and  SIMNET  PDU  contents): 

Table  3.2.2.I.  SIMNET  Network  Interface  Data  Element  Definition  Table 


■  «  i  icoi  roi 

source  address 

mm  II  ||  1  Hi  1  1  1 1  M 

MWTTTTllfFTiTrM 

destination  address 

1 

— TiTt7TTT7?aTn??iTT'i^W 

■■■■■■■■ 

■ 

■B  Bfli  ■ 

M  WUM 

■huh  u  a  .i 

control  field 

■  Bfl  ■ 

u a »i  r»  wj—mmm 

bbbh^bhh^bi 

■BHHHMBHHBHBI  | 

■  BA  ■ 

■  BHH  ■ 

— '  mi  in  i  vmm 

IHHHIHflHHHiB 

■BBBHHlBBBHBBB 

iinm  ii  'I  i— 

source  address 

hb  ii  *  m  i  *■.  i  i  rxr^mm 

—  i'ii  iii'rr  '"rn  'mb 

destination  address 

i 

■■B^BIiH 

bhbbhbi 

BHBBBBBii 

u  a  »i 

■  ■ 

bhbmbb 

control  field 

bbhbbbh 

■bbbbbb 

HmiDlltHHI 

i—  rn  iiHUi 

mBBBBBl 

—  ||  l||  |  IIH 

■HHBUB  b 

Bfl  B 

u  a  »i  [!»■■■ 

—  II  I1!  lyyil'M 

■bbbbbb 

bbhhbbb 

BBBBBBBi 

■BIHBBBi 

3.3  DIS  and  SIM  Shared  Memory  to  Protocol  Translator  Interface 

The  Protocol  Translator  interfaces  to  DIS  and  SIM  shared  memories  to  record 
translation  statistics.  The  DIS  Shared  Memory  contains  DIS  to  SIM 
translation  statistics  while  the  SIM  Shared  Memory  contains  SIM  to  DIS 
translation  statistics.  These  statistics  are  written  to  a  file  and  are  read  by  the 
Protocol  Translator  User  Interface  utility. 

3.3.1  Interface  Requirements 

PTLF021  The  DIS  and  SIM  shared  memories  to  Protocol  Translator 
Interface  shall  utilize  SUN  Microsystems'  library  functions  to 
attach  and  detach  a  shared  memory. 

3.3.2  Data  Requirements 

The  following  table  lists  data  elements  that  are  written  by  the  Protocol 
Translator  to  DIS  Shared  Memory: 
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Table  3.3.2. 1.  Protocol  Translator  to  DIS  Shared  Memory  Interface  Data 

Element  Definition  Table 


lii»gi_liana 


U11M2J 

wsmi 


laiami 


laifliuaj 

M  ■]  (tf. 


iflaaanuaai 


start  time 


TSFTTn 


1  I  I  I  I'll  I 

IgggjMgajgpEE 


ais^a- 


MspaiaaBaioil 

I'L-O'TTT'iTf 


■Mi  I  I  I  I  |i|HM 


immm« 


I— 


statistics 


The  following  table  lists  data  elements  that  are  written  by  the  Protocol 
Translator  to  SIM  Shared  Memory: 

Table  3.3.2.2.  Protocol  Translator  to  SIM  Shared  Memory  Interface  Data 

Element  Definition  Table 


ifljgaataMMgi 


awJtwa 
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3.4  Protocol  Translator  User  Interface  to  DIS  and  SIM  Shared  Memory 


Interfaces 


The  Protocol  Translator  User  Interface  is  utility  software  for  displaying  PT 
on-line  or  off-line  translation  statistics.  The  PTUI  reads  DIS  and  SIM  Shared 
Memories  to  retrieve  translation  statistics.  The  Protocol  Translator  User 
Interface  reads  the  DIS  to  SIM  translation  statistics  from  the  DIS  shared 
memory  and  reads  the  SIM  to  DIS  translation  statistics  from  the  SIM  shared 
memory. 


3.4.1  Interface  Requirements 
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PTIF031  The  Protocol  Translator  User  Interface  to  DIS  and  SIM  shared 
memories  shall  utilize  SUN  Microsystems'  library  functions  to 
attach  and  detach  a  shared  memory. 


3.4.2  Data  Requirements 

Refer  to  table  3.3.2.1  for  data  elements  communicated  between  the  Protocol 
Translator  User  Interface  and  the  DIS  Shared  Memory. 

Refer  to  table  3.3.2.2  for  data  elements  communicated  between  the  Protocol 
Translator  User  Interface  and  the  SIM  Shared  Memory. 

Refer  to  Appendix  C  of  reference  [5.1]  for  DIS  and  SIMNET  external  inter  "'ices’ 
data  requirements  (subsets  of  DIS  1.0  standard  PDUs  and  subsets  of  SIMNET 
6.6.1  standard  PDUs). 
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4  Quality  Assurance 

Not  applicable. 
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5  Preparation  for  Delivery 

Not  applicable. 
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6  Notes 

List  of  Acronyms: 

ADST  Advanced  Distributed  Simulation  Technology 

APDU  Association  Protocol  Data  Units  (Association  Layer) 

CSRDF  Crew  Station  Research  and  Development  Facility 

DIS  Distributed  Interactive  Simulation 

UDP  User  Datagram  Protocol 

PT  Protocol  Translator 

PTDI  Protocol  Translator  Data  Item 

PTIF  Protocol  Translator  Interface 

PTUI  Protocol  Translator  User  Interface 

SIMNET  Simulation  Networking 
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